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XRHCount Vcccunt

Plug & Count - precise SMD component counting ‘
at the push of a button. by VisiConsult



XRHCount

Fast, intuitive, ready to use.

The offline XRHCount system offers a compact and
ready-to-use solution for contactless counting of
SMD components. Installed by our partner and
operated intuitively after a short training, the system
enables fast and reliable counting thanks to its plug-
and-play principle, intuitive touchscreen interface,
and optional area scan camera.

FAST CYCLE

Count an entire reel in just 7 seconds without unpacking or manual setup.

INTUITIVE OPERATION

User-friendly touchscreen interface requires no training or prior knowledge.

CONNECTIVITY SUITE INCLUDED

Transfer data directly to your ERP system — no additional software or installation required.

QUAD COUNT TECHNOLOGY

Count up to 4 reels simultaneously thanks to our unique area scan camera.

COMPACT FOOTPRINT

Designed to fit into tight production spaces with minimal installation effort.

READY-TO-USE

Installed by our partner, operated intuitively after a short training.

20 MP AREA SCANNER

Automated barcode recognition using a high-resolution 20 megapixel area scanner.

COUNTING CLOUD

Large reference database — no manual training required.




Flexible Counting Modes.

Whether reels, sticks, or trays, XRHCount handles a wide range of SMD types. Explore our six specialized
counting modes below.
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Single Count Quad Count Dry packs & ESD Bags
Count individual reels with Count up to 4 reels Count through non-transparent
automated barcode recognition. simultaneously - packaging like dry packs or
maximum speed. ESD bags without unsealing.

Snippets Sticks Trays
Count short-cut tapes Support for parts delivered Count components in single-
or leftover segments in stick packaging - no layer trays with maximum

efficiently and precisely. conversion required. clarity and traceability.




Seamless data integration.
With the included Connectivity Suite, your counting results can be exported instantly to your ERP, MES or
inventory system, with no extra installation or configuration required.

+ Out-of-the box ready
No manual setup - simply connect and start exporting.

+ Standard file formats
Export as TXT, CSV, XML, or SQL - fully flexible integration options.

+ Compatible with industry systems
Tested with ASM, Fuji, Mycronic, Panasonic, Cogiscan, and more.

Technical Information.

Key Characteristics and Technical Specifications.

Footprint 1276 x 830 x 2204 mm
Weight 480 kg
5 Power ~110-230V, 16 A, 50/60 Hz
:>-.‘ Shielding <1 pSv/ hour 10 cm from surface
Connectivity LAN, USB
Export format CSV, XML, SQL
Reel diameter @7"to @15" (2180 - @380 mm)
g Cycle time 7 s / reel (2s with Quad Count)
E X-Ray Source 50 kv
-E Flat panel detector (active area) 431,8x431,8 mm
& Flat panel detector (Pixel Pitch) 100 um
Part weight Max. 3 kg
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by VisiConsult

Regional headquarters

EMEA Americas
Stockelsdorf, Germany Atlanta, US
Tel: +49 451 290 286 0 Tel: +1 888 972 9821

About us.

INTELLIGENT X-RAY COMPONENT COUNTING - DEVELOPED AND MANUFACTURED IN GERMANY

VCcount is a division of VisiConsult X-ray Systems & Solutions GmbH.

Since its founding in 1996, the family-owned company has developed into one of the leading international providers in the field
of industrial X-ray technology. VisiConsult offers end-to-end solutions, from software and systems to services - for non-destructive
testing, quality assurance and, as in the case of VCcount, process optimization.

The VisiConsult group of companies employs around 300 people and includes other business divisions and subsidiaries such as
VCxray, VCbattery, VCxray Inspection Services, and diondo X-ray Systems and Services. In addition to its headquarters in Germany,
the group also has its own branches in the USA and India to ensure customer proximity and global service.

Nearly 30 years of experience in image processing and industrial X-ray technology, combined with experienced engineers, result in
solutions that regularly set new industry standards.

This document is non-contractual. Constant improvement and engineering progress make it H f @ -
necessary that we reserve the right to make specification, equipment, and price changes without I n o vc co u n t ° co m
notice. lllustrations shown may include optional equipment and accessories and may not include

all standard equipment. WWW.VC-Count.Com



